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Roof building 	  
When constructing a building where the Dripstop Drain 
membrane will be used, the following recommendations 
must be observed: 
•	 To allow Dripstop Drain to dry, adequate ventilation at 

the eaves and ridge must be provided. 
•	 To enable Dripstop Drain to drain moisture into the 

gutter, a continuous path along the entire length of the 
roofing sheet must be maintained. 

•	 Joints between the supporting structure and the roofing 
sheet must be sealed with butyl tape. 

•	 It is recommended to create a drip edge at the eaves or 
gutter. 

•	 When covering newly built structures where water is still 
evaporating from fresh concrete or plaster, additional 
ventilation must be provided. Due to very high relative 
humidity dripping may occur. This is normal.

•	 Do not expose the material at the edges to direct 
sunlight and other weather conditions (strong wind, 
rain). 

•	 Do not damage the textile surface. 
•	 During roof installation, roof panels must be dry on the 

Dripstop Drain side. 

 

Cleaning and maintenance 	 
If the Dripstop Drain membrane becomes soiled, it may be 
cleaned using water or a mild solution of textile detergent 
and water. Cleaning may also be performed with a high-
pressure washer. Prior to cleaning, the procedure should be 
tested on an inconspicuous area of the material.

Other 	  
For detailed instructions, refer to the Technical Data Sheet 
(TDS) or contact your representative or the manufacturer 
(FPM Filc d.o.o., https://www.dripstop.com/). The adhesive is 
very strong. It is extremely difficult to remove the textile once 
it is bonded to the metal sheet. Re-gluing is not possible.

DO’S AND DON’TS FOR SELF-BUILDERS

WARM AND HUMID AIR INSIDE THE BUILDING

WATER DRAINAGE DIRECTION

METAL SHEET

The Dripstop Drain membrane serves to absorb condensation that forms due to the temperature difference between the outside 
and the inside of the building. Dripstop Drain is used in areas where there is an additional source of moisture (barns). The Dripstop 
Drain membrane prevents dripping from the roof. It is installed on the metal roofing sheet before profiling.

Disclaimer: All information contained in this document corresponds to our current knowledge and assumptions and is granted without guarantee or representation 
of being exhaustive or correct. It is only an indication for your own internal evaluation, and shall not substitute for any assessment you may need to conduct to 
determine the suitability of the product for your particular purposes. Freudenberg assumes no liability or responsibility for the completeness or accuracy of the 
information contained herein. These are regularly reviewed. The product brands marked ® are registered trademarks of companies that are part of the Freudenberg 
Group in several countries and regions.
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